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Malleable Iron Liquid�ght Insulated Connector - Straight

To secure, ground and seal liquid�ght conduit to a box or enclosure UL listed liquid�ght flexible metal conduit fi�ngs are
suitable for use in the following hazardous loca�ons under: NEC 501-4(b), 502-4(a), (2)503-3(a) Class 1 Div.2, Class II Div.1 and
2, Class III Div.1 and 2 and are suitable for grounding in sizes 3/8" through 1-1/2" under NEC 351-

Features

• Liquid�ght, rain�ght, oil�ght
• Tapered threaded male hub NPT
• Insulated throat protects conductors from abrasion

damage
• Compact slim diameter with small turning radius
• Zinc electro plated for excellent durability

Standard Materials

• Malleable iron
• Steel locknut

Malleable Iron Liquid�ght Insulated Connector - Straight

Partno Size Item Descrip�on Inner Case Qty Master Case Qty

470S 3/8" Malleable Iron Liquid�ght Connector-Insulated -Straight 20 200

471S 1/2" Malleable Iron Liquid�ght Connector-Insulated -Straight 20 200

472S 3/4" Malleable Iron Liquid�ght Connector-Insulated -Straight 10 100

473S 1" Malleable Iron Liquid�ght Connector-Insulated -Straight 5 50

474S 1 1/4" Malleable Iron Liquid�ght Connector-Insulated -Straight 5 50

475S 1 1/2" Malleable Iron Liquid�ght Connector-Insulated -Straight 2 20

476S 2" Malleable Iron Liquid�ght Connector-Insulated -Straight 2 20

477S 2 1/2" Malleable Iron Liquid�ght Connector-Insulated -Straight N/A 1

478S 3" Malleable Iron Liquid�ght Connector-Insulated -Straight N/A 1

479S 3 1/2" Malleable Iron Liquid�ght Connector-Insulated -Straight N/A 1

480S 4" Malleable Iron Liquid�ght Connector-Insulated -Straight N/A 1
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