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Conduit Bodies (T-Type)

For use with Rigid/IMC conduits and raceway.

East Electric Rigid Threaded T type Conduit Body, with Cover and Gasket is manufactured from copper free aluminum. T type
conduit bodies allow 3-way inline access in conduit systems, provide easy access for splicing and pulling and can correct and
change direc�on of conduit runs. Smooth, rounded integral bushings in hubs offers protec�on for conductor insula�on.
Excellent ground con�nuity and corrosion resistance; lightweight aluminum construc�on; cover and water�ght gasket ensures
weatherproof installa�ons. UL listed.

Features

• Die-cast copper-free aluminum construc�on is
lightweight and corrosion resistant for long reliable
service

• Epoxy powder coat finish provides addi�onal
corrosion resistance

• Flat back suitable for surface moun�ng
• Rated for wet loca�ons when used with cover and

gasket to join threaded rigid conduit

Standard Materials

• Bodies: Copper-free aluminum / Epoxy powder paint
• Covers: Aluminum w/ stainless steel screws, natural finish
• Gaskets: Neoprene

Conduit Bodies (T-Type)

Partno Size Inner Case Qty Master Case Qty

TC-50SC 1/2" 10 100

TC-75SC 3/4" 10 50

TC-100SC 1" 5 25

TC-125SC 1 1/4" N/A 10

TC-150SC 1 1/2" N/A 10

TC-200SC 2" N/A 5

T-250SC 2 1/2" N/A 1

T-300SC 3" N/A 1

T-350SC 3 1/2" N/A 1

T-400SC 4" N/A 1

Cer�fica�ons: UL-514A, A-A-50563
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